CITING ARTICLES

[1]. Parametric investigation on anhydrous sodium metaborate (NaBO(2)) synthesis from concentrated tincal
Author(s): Figen Aysel Kanturk; Piskin Sabriye
Source: ADVANCED POWDER TECHNOLOGY Volume: 21 Issue: 5 Pages: 513-520 DOI: 10.1016/j.apt.2010.01.012 Published: SEP 2010

1. Study of Vaporization of Sodium Metaborate by Transpiration Thermogravimetry and Knudsen Effusion Mass Spectrometry
Author(s): Narasimhan T. S. Lakshmi; Viswanathan R.; Nalini S.
Source: JOURNAL OF PHYSICAL CHEMISTRY B Volume: 115 Issue: 45 Pages: 13261-13270 DOI: 10.1021/jp206586u Published: NOV 17 2011

2. Anhydrous proton exchange membrane operated at 200 degrees C and a well-aligned anode catalyst
Author(s): Tang Qunwei; Li Yan; Tang Ziyung; et al.
Source: JOURNAL OF MATERIALS CHEMISTRY Volume: 21 Issue: 40 Pages: 16010-16017 DOI: 10.1039/c1jm12952j Published: 2011

3. Vibrational Properties of MBH(4) and MBF(4) Crystals (M = Li, Na, K): A Combined DFT, Infrared, and Raman Study
Author(s): Zavorotynska Olena; Corno Marta; Damin Alessandro; et al.
Source: JOURNAL OF PHYSICAL CHEMISTRY C Volume: 115 Issue: 38 Pages: 18890-18900 DOI: 10.1021/jp2058244 Published: SEP 29 2011

2. Characterization and Combustion Kinetics of Chars Obtained from Loquat Stones
Author(s): Sutcu Hale; Piskin Sabriye
Source: COMBUSTION SCIENCE AND TECHNOLOGY Volume: 181 Issue: 2 Pages: 264-273 Article Number: PII 908217640 DOI: 10.1080/00102200802424633 Published: 2009

1. A Study on Coal Properties and Combustion Characteristics of Blended Coals in Northwestern China
Author(s): Wang Chang'an; Liu Yinhe; Zhang Xiaoming; et al.
Source: ENERGY & FUELS Volume: 25 Issue: 8 Pages: 3634-3645 DOI: 10.1021/ef200686d Published: AUG 2011

2. Kinetics investigation on the reduction of NO using straw char based on physicochemical characterization
Author(s): Wang Xuebin; Si Jipeng; Tan Houzhang; et al.
Source: BIORESOURCE TECHNOLOGY Volume: 102 Issue: 16 Pages: 7401-7406 DOI: 10.1016/j.biortech.2011.05.038 Published: AUG 2011

3. Title: PYROLYSIS KINETICS OF OIL SHALE FROM ULUKISLA, TURKEY
Author(s): Sutcu H.; Piskin S.
Source: OIL SHALE Volume: 26 Issue: 4 Pages: 491-499 DOI: 10.3176/oil.2009.4.05 Published: 2009

1. Title: VARIABLE REACTION ORDER FOR KINETIC MODELING OF OIL SHALE PYROLYSIS
Author(s): Al-Ayed O. S.

4. Synthesis, crystal structure and dehydration kinetics of NaB(OH)(4)center dot 2H(2)O
Author(s): Kanturk Aysel; Sari Muge; Piskin Sabriye

1. Thermal decomposition kinetics of sodium perborate tetrahydrate to sodium metaborate by using model-fitting and model-free methods
Author(s): Demir Halil

2. Spontaneous hydrolysis of sodium borohydride in harsh conditions
Author(s): Andrieux Jerome; Demirci Umit Bilge; Hannauer Julien; et al.

3. Hydrogen release by thermolysis of ammonia borane NH(3)BH(3) and then hydrolysis of its by-product [BNH(x)]
Author(s): Demirci U. B.; Bernard S.; Chiriac R.; et al.
4. Effects of the addition of an organic polymer on the hydrolysis of sodium tetrahydroborate in batch reactors
Author(s): Ferreira M. J. F.; Fernandes V. R.; Gales L.; et al.

5. Parametric investigation on anhydrous sodium metaborate (NaBO(2)) synthesis from concentrated tincal
Author(s): Figen Aysel Kanturk; Piskin Sabriye
Source: ADVANCED POWDER TECHNOLOGY Volume: 21 Issue: 5 Pages: 513-520 DOI: 10.1016/j.apt.2010.01.012 Published: SEP 2010

6. Structural characterization and dehydration kinetics of Kirka inderite mineral: Application of non-isothermal models
Author(s): Figen Aysel Kantuerk; Yilmaz Muege San; Piskin Sabriye
Source: MATERIALS CHARACTERIZATION Volume: 61 Issue: 6 Pages: 640-647 DOI: 10.1016/j.matchar.2010.03.009 Published: JUN 2010

7. Hydrogen storage materials protected by a polymer shell
Author(s): Borodina Tatiana; Grigoriev Dmitry; Moehwald Helmut; et al.
Source: JOURNAL OF MATERIALS CHEMISTRY Volume: 20 Issue: 8 Pages: 1452-1456 DOI: 10.1039/b920470a Published: 2010

8. Polyelectrolyte Multilayered Nanofilms as a Novel Approach for the Protection of Hydrogen Storage Materials
Author(s): Borodina T. N.; Grigoriev D. O.; Andreeva D. V.; et al.
Source: JOURNAL OF POWER SOURCES Volume: 196 Issue: 1 Special Issue: SI Pages: 279-286 DOI: 10.1016/j.jpowsour.2010.06.031 Published: JAN 2011

[5]. Characterization of fly ash and it effects on the compressive strength properties of Portland cement
Author(s): Celik Oezlem; Damei Erdem; Piskin Sabriye
Source: INDIAN JOURNAL OF ENGINEERING AND MATERIALS SCIENCES Volume: 15 Issue: 5 Pages: 433-440 Published: OCT 2008
Times Cited: 1 (from Web of Science)
1. Structural, morphological and micromechanical studies on fly ash reinforced PMMA composites
Author(s): Patel Arunendra Kumar; Bajpai R.; Keller J. M.; et al.
Source: SYSTEMS SCIENCES & INFORMATION Volume: 17 Issue: 12 Pages: 1755-1762 DOI: 10.1007/s00542-011-1356-1 Published: DEC 2011

[6]. Innovation in sodium borohydride production process from borosilicate glass with sodium under hydrogen atmosphere: "high pressure process"
Author(s): Kanturk Aysel; Piskin Sabriye
1. Single stage production and hydrolysis of sodium borohydride
Author(s): Alibeyli Rafiq; Arslan Sonmez; Ozdemir Erkan
2. Effect of magnesium on sodium borohydride synthesis from anhydrous borax
Author(s): Kayacan Ilknur; Dogan Ozkan Murat; Uysal Bekir Zuhtu
Source: INTERNATIONAL JOURNAL OF HYDROGEN ENERGY Volume: 36 Issue: 13 Pages: 7410-7415 DOI: 10.1016/j.ijhydene.2011.03.142 Published: JUL 2011
3. On the electrosynthesis of sodium borohydride
Author(s): Santos D. M. F.; Sequeira C. A. C.
Source: INTERNATIONAL JOURNAL OF HYDROGEN ENERGY Volume: 35 Issue: 18 Special Issue: SI Pages: 9851-9861 DOI: 10.1016/j.ijhydene.2010.01.129 Published: SEP 2010
4. Synthesis of NaBH(4) based on a solid-state reaction under Ar atmosphere
Author(s): Zhang Hanping; Zheng Shiyou; Fang Fang; et al.
5. Investigation of sodium borohydride production process: "Wexite mineral as a boron source"
   Author(s): Piskin Mehmet Burcin
   Source: INTERNATIONAL JOURNAL OF HYDROGEN ENERGY Volume: 34 Issue: 11 Pages: 4773-4779
   DOI: 10.1016/j.ijhydene.2009.03.043 Published: JUN 2009

[7]. Influences of alkali in borates on recovery of sodium borohydride
   Author(s): Liu Bin Hong; Li Zhou Peng; Suda S.
   Source: JOURNAL OF ALLOYS AND COMPOUNDS Volume: 474 Issue: 1-2 Pages: L6-L9 DOI:
   10.1016/j.jallcom.2008.06.040 Published: APR 17 2009
   1. Alkali oxide addition effects on borohydride formation during the reaction of Al, Si, and Ti with borate and hydrogen
      Author(s): Liu Bin Hong; Li Zhou Peng; Morigasaki N.; et al.
      Source: ENERGY & FUELS Volume: 22 Issue: 3 Pages: 1894-1896 DOI: 10.1021/ef700787s Published: MAY-JUN 2008

[8]. The effect of aqueous caustic and various acid treatments on the removal of mineral matter in asphaltite
   Author(s): Doymaiz I.; Gulen J.; Piskin S.; et al.
   1. Chemical Leaching on Sulfur and Mineral Matter Removal from Asphaltite (Harbul, SE Anatolia, Turkey)
      Author(s): Saydut A.; Duz M. Z.; Erdogan S.; et al.
      Source: ENERGY SOURCES PART A-RECOVERY UTILIZATION AND ENVIRONMENTAL EFFECTS Volume: 33 Issue: 5 Pages: 383-391 DOI: 10.1080/15567030903030682 Published: 2011

[9]. Liquefaction/solubilization of low-rank Turkish coals by white-rot fungus (Phanerochaete chrysosporium)
   Author(s): Elbeyli Ifet Yakar; Palantoecken Arzu; Piskin Sabriye; et al.
   Source: ENERGY SOURCES PART A-RECOVERY UTILIZATION AND ENVIRONMENTAL EFFECTS Volume: 28 Issue: 11 Pages: 1063-1070 DOI: 10.1080/00908310600600626713 Published: AUG 2006
   1. Identification and biological characteristics of a newly isolated fungus Hypocrea lixii and its role in lignite bioconversion
      Author(s): Tao Xiu Xiang; Chen Hui; Shi Kai Yi; et al.
   2. Biosolubilisation of Chinese lignite
      Author(s): Yin Sudong; Tao Xiuxiang; Shi Kaiyi; et al.
      Source: ENERGY Volume: 34 Issue: 6 Pages: 775-781 DOI: 10.1016/j.energy.2009.02.009 Published: JUN 2009

[10]. Utilization of gold tailings as an additive in Portland cement
   Author(s): Celik O; Elbeyli IY; Piskin S
   Source: WASTE MANAGEMENT & RESEARCH Volume: 24 Issue: 3 Pages: 215-224 DOI:
   10.1177/0734242X0606358 Published: JUN 2006
   1. ADVANCES IN REDUCING LARGE VOLUMES OF ENVIRONMENTALLY HARMFUL MINE WASTE ROCKS AND TAILINGS
      Author(s): Yilmaz Erol
      Source: GOSPODARKA SUROWCAMI MINERALNYMI-MINERAL RESOURCES MANAGEMENT Volume: 27 Issue: 2 Pages: 89-112 Published: 2011
   2. Leachable Characteristics of Arsenical Borogypsum Wastes and Their Potential Use in Cement Production
      Author(s): Alp Ibrahim; Deveci Haci; Sungun Y. Halil; et al.
      Source: ENVIRONMENTAL SCIENCE & TECHNOLOGY Volume: 43 Issue: 18 Pages: 6939-6943 DOI:
      10.1021/es9013008 Published: SEP 15 2009
   3. Use of gold mill tailings a feasibility study
      Author(s): Roy Surendra; Adhikari Govind R.; Gupta Rama N.
      Source: WASTE MANAGEMENT & RESEARCH Volume: 25 Issue: 5 Pages: 475-482 DOI:
      10.1177/0734242X07076944 Published: OCT 2007
11. Combustion and pyrolysis characteristics of Tuncbilek lignite
   Author(s): Elbeyli IY; Piskin S
   Conference: European Conference on Calorimetry and Thermal Analysis for Environment Location: Zakopane, POLAND Date: SEP 06-11, 2005
   Source: JOURNAL OF THERMAL ANALYSIS AND CALORIMETRY Volume: 83 Issue: 3 Pages: 721-726 DOI: 10.1007/s10973-005-9995-z Published: MAR 2006
   1. Study on the Thermooxidative Degradation Kinetics of Tetrafluoroethylene-Ethylene Copolymer Filled with Rice Husks Ash
      Author(s): Atanassov Atanass; Genieva Svetlana; Vlaev Lyubomir
      Source: POLYMER-PLASTICS TECHNOLOGY AND ENGINEERING Volume: 49 Issue: 6 Pages: 541-554 DOI: 10.1080/03602550903532224 Published: 2010
   2. Studies on thermal upgrading of South Arcot lignite and its combustion behaviour
      Author(s): Adak Ashis Kumar; Mukherjee Joy; Sarkar Abhijit
      Source: INDIAN JOURNAL OF CHEMICAL TECHNOLOGY Volume: 17 Issue: 1 Pages: 56-59 Published: JAN 2010
   3. Application of thermal analysis techniques to assess proneness of coal to spontaneous heating
      Author(s): Mohalik N. K.; Panigrahi D. C.; Singh V. K.
   4. Kinetics of Perovskite Catalyzed Biomass Tar Combustion Studied by Thermogravimetry and Differential Thermal Analysis
      Author(s): Li Chunshan; Suzuki Kenzi
      Source: ENERGY & FUELS Volume: 23 Pages: 2364-2369 DOI: 10.1021/ef800959f Published: MAY-JUN 2009
   5. STUDY ON THE COMBUSTION KINETIC CHARACTERISTICS OF BIOMASS TAR UNDER CATALYSTS
      Author(s): Li C.; Yamamoto Y.; Suzuki M.; et al.
      Conference: 15th International Conference on Biological Calorimetry Location: Univ Pecs, Pecs, HUNGARY Date: MAY 24-30, 2008
      Source: JOURNAL OF THERMAL ANALYSIS AND CALORIMETRY Volume: 95 Issue: 3 Pages: 991-997 DOI: 10.1007/s10973-008-9126-8 Published: MAR 2009
   6. INVESTIGATION OF THE INFLUENCE OF PRESSURE ON THE COMBUSTION OF ALPAGUT LIGNITE
      Author(s): Altun N. Emre; kok M. V.
   7. Effect of particle size on pyrolysis characteristics of Elbistan lignite
      Author(s): Ozbas K. E.
   8. Recent developments in the application of thermal analysis techniques in fossil fuels
      Author(s): Kok M. V.
   9. Changes in coal char reactivity and texture during combustion in an entrained flow reactor
      Author(s): Arias B.; Pevida C.; Rubiera F.; et al.
      Conference: 16th Annual Workshop and Exhibition of the Canadian-Thermal-Analysis-Society Location: Amsterdam, CANADA Date: MAY 09-10, 2006
      Sponsor(s): Canadian Thermal Anal Soc

12. Removal of mineral matter from Silopi-Harpult asphaltite by acid treatment
   Author(s): Gulen J; Doymaz I; Piskin S; et al.
   Source: ENERGY SOURCES Volume: 27 Issue: 15 Pages: 1457-1464 DOI: 10.1080/009083190523307 Published: NOV 2005
   1. Effect of Demineralization on Product Yield and Composition at Isothermal Pyrolysis of Eynez Lignites
      Author(s): Sert Murat; Ballice Levent; Yuksel Mithat; et al.
1. **Effect of mineral matter on the isothermal pyrolysis product of Sırnak asphaltite (Turkey)**
   Author(s): Sert Murat; Ballice Levent; Yuksel Mihat; et al.
   Source: FUEL Volume: 90 Issue: 8 Pages: 2767-2772 DOI: 10.1016/j.fuel.2010.04.007 Published: AUG 2010

2. **Chemical Leaching on Sulfur and Mineral Matter Removal from Asphaltite (Harbul, SE Anatolia, Turkey)**
   Author(s): Saydut A.; Duz M. Z.; Erdogan S.; et al.
   Source: ENERGY SOURCES PART A-RECOVERY UTILIZATION AND ENVIRONMENTAL EFFECTS Volume: 33 Issue: 5 Pages: 383-391 DOI: 10.1080/1556703090306862 Published: 2011

3. **Effect of Oxidative Medium on Removal of Sulfur and Mineral Matter from the Can Lignites**
   Author(s): Gulen Jale
   Editor(s): Dincer I; Midilli A; Hepbasli A; et al.
   Conference: Global Conference on Global Warming Location: Istanbul, TURKEY Date: JUL 06-10, 2008

4. **Mineral matter identification in Nallihan lignite by leaching with mineral acids**
   Author(s): Guelen J.
   Source: ENERGY SOURCES PART A-RECOVERY UTILIZATION AND ENVIRONMENTAL EFFECTS Volume: 29 Issue: 3 Pages: 231-237 DOI: 10.1080/0090831909655154 Published: FEB 2007

[13]. **Structural characterization of oil component of high temperature pyrolysis tars**
   Author(s): Sutcu H; Toroglu I; Piskin S
   Source: ENERGY SOURCES Volume: 27 Issue: 6 Pages: 521-534 DOI: 10.1080/00908310490449234 Published: APR 15 2005

1. **Pyrolysis of safflower (Charthamus tinctorius L.) seed press cake in a fixed-bed reactor: Part 2. Structural characterization of pyrolysis bio-oils**
   Author(s): Sensoez Sevgi; Angin Dilek

[14]. **Kinetic study of the thermal dehydration of borogypsum**
   Author(s): Elbeyli IY; Piskin S

1. **Thermal Stability and Kinetics of Thermal Decomposition of Naringin**
   Author(s): Wang Shaouxu; Lin Lu; Tan Zhicheng; et al.
   Source: ACTA CHIMICA SINICA Volume: 68 Issue: 21 Pages: 2156-2160 Published: NOV 14 2010

2. **The use of thermogravimetric analysis technique for the characterization of construction materials**
   Author(s): Borrachero M. V.; Paya J.; Bonilla M.; et al.

3. **Characterization of gypsum using TMDSC**
   Author(s): Dantas H. F.; Mendes R. A. S.; Pinho R. D.; et al.
   Conference: 5th Brazilian Congress on Thermal Analysis and Calorimetry (V CBRATEC) Location: Pocos de Caldas, BRAZIL Date: APR 02-05, 2006

[15]. **High temperature carbonization of Turkish bituminous coals in Jenkner retort**
   Author(s): Sutcu H; Toroglu I; Piskin S
   Source: ENERGY SOURCES Volume: 26 Issue: 7 Pages: 671-683 DOI: 10.1080/00908310490445544 Published: JUN 2004

1. **Characterization of the porous structure of cokes produced from the blends of three Polish bituminous coking coals**
   Author(s): Krzesinska Marta; Pusz Slawomira; Smedowski Lukasz
2. Title: Structural characterization of oil component of high temperature pyrolysis tars  
   Author(s): Sutcu H; Toroglu I; Piskin S  
   Source: ENERGY SOURCES Volume: 27 Issue: 6 Pages: 521-534 DOI: 10.1080/00908310490449234  
   Published: APR 15 2005

[16]. Thermal dehydration kinetics of gypsum and borogypsum under non-isothermal conditions  
   Author(s): Elbeyli IY; Piskin S  
   Source: CHINESE JOURNAL OF CHEMICAL ENGINEERING Volume: 12 Issue: 2 Pages: 302-305 Published: APR 2004

1. Heat and moisture transfer through a steel stud gypsum board assembly exposed to fire  
   Author(s): Kontogeorgos D.; Wakili K. Ghazi; Hugi E.; et al.  
   Source: CONSTRUCTION AND BUILDING MATERIALS Volume: 26 Issue: 1 Pages: 746-754 DOI: 10.1016/j.conbuildmat.2011.06.083 Published:JAN 2012

2. Scrutinizing Gypsum Board Thermal Performance at Dehydration Temperatures  
   Author(s): Kontogeorgos D.; Mandilaras I.; Founti M.  

3. Four Types of Gypsum Plaster Boards and their Thermophysical Properties Under Fire Condition  
   Author(s): Ghazi Wakili K.; Hugi E.  

4. Numerical parameter study of the thermal behaviour of a gypsum plaster board at fire temperatures  
   Author(s): Wullschleger Luc; Ghazi Wakili Karim  
   Source: FIRE AND MATERIALS Volume: 32 Issue: 2 Pages: 103-119 DOI: 10.1002/fam.956 Published: MAR 2008

5. Gypsum board in fire - Modeling and experimental validation  
   Author(s): Ghazi Wakili Karim; Hugi E.; Wullschleger L.; et al.  

[17]. Thermal analysis of borogypsum and its effects on the physical properties of Portland cement  
   Author(s): Elbeyli IY; Derun EM; Gulen J; et al.  
   Source: CEMENT AND CONCRETE RESEARCH Volume: 33 Issue: 11 Pages: 1729-1735 DOI: 10.1016/S0008-8846(03)00110-8 Published: NOV 2003

1. Engineering properties of sand stabilised with borogypsum  
   Author(s): Zaimoglu A. Sahin  

2. Leachable Characteristics of Arsenical Borogypsum Wastes and Their Potential Use in Cement Production  
   Author(s): Alp Ibrahim; Deveci Haci; Sungun Y. Halil; et al.  
   Source: ENVIRONMENTAL SCIENCE & TECHNOLOGY Volume: 43 Issue: 18 Pages: 6939-6943 DOI: 10.1021/es9013008 Published: SEP 15 2009

3. Characterization of gypsum using TMDSC  
   Author(s): Dantas H. F.; Mendes R. A. S.; Pinho R. D.; et al.  

4. Reduction of clinkerization temperature by using phosphogypsum  
   Author(s): Kacimi L.; Simon-Masseron A.; Ghomari A.; et al.  

5. An alternative to Portland Cement for waste encapsulation - The calcium sulfoaluminate cement system  
   Author(s): Zhou Q.; Milestone N. B.; Hayes M.  
   Conference: 7th International Conference on Protection and Restoration of the Environment Location: Mykonos Isl,
6. Setting and hardening of borogypsum-Portland cement clinker-fly ash blends. Studies on effects of molasses on properties of mortars containing borogypsum
Author(s): Kavas T; Olgun A; Erdogan Y

7. Synthesis of ettringite: a way to deal with the acid wastewaters of aluminium anodising industry
Author(s): Alvarez-Ayuso E; Nugteren HW

8. Kinetic study of the thermal dehydration of borogypsum
Author(s): Elbeyli IY; Piskin S

[18]. Effects of coal oxidation on calorific value
Author(s): Unal S; Yalcin ZG; Piskin S
Source: ENERGY SOURCES Volume: 21 Issue: 3 Pages: 269-273 Published: APR 1999
1. Progress of fossil fuel science
Author(s): Demirbas M. F.
Source: ENERGY SOURCES PART B-ECONOMICS PLANNING AND POLICY Volume: 2 Issue: 3 Pages: 243-257 DOI: 10.1080/15567240500402909 Published: 2007

2. Thermoanalytical investigation of lignite humic acids fractions
Author(s): Kucerik J; Kovar J; Pekar M
Conference: 16th Conference on Thermal Analysis and Calorimetry Location: Stara Lesna, SLOVAKIA Date: OCT 08-10, 2003
Sponsor(s): Slovak Grp Thermal Anal & Calorimetry; Slovak Soc Chem; STU, Fac Chem & Food Technol; Slovak Silicate Soc
Source: JOURNAL OF THERMAL ANALYSIS AND CALORIMETRY Volume: 76 Issue: 1 Pages: 55-65 DOI: 10.1023/B:JTAN.0000027803.24266.48 Published: 2004

3. Recent energy investigations on fossil and alternative nonfossil resources in Turkey
Author(s): Akdeniz F; Caglar A; Gullu D
Source: ENERGY CONVERSION AND MANAGEMENT Volume: 43 Issue: 4 Pages: 575-589 DOI: 10.1016/S0196-8904(01)00036-X Published: MAR 2002

4. Recent energy studies and energy policies in Turkey
Author(s): Gullu D; Caglar A; Akdeniz F
Source: ENERGY SOURCES Volume: 23 Issue: 6 Pages: 495-510 Published: JUL 2001

5. Calorific value determination of coals by DTA and ASTM methods. Comparative study
Author(s): Kok MV; Keskin C
Source: JOURNAL OF THERMAL ANALYSIS AND CALORIMETRY Volume: 64 Issue: 3 Pages: 1265-1270 DOI: 10.1023/A:1011569701909 Published: 2001

[19]. Chemical demineralization of a Turkish high ash bituminous coal
Author(s): Bolat E; Saglam S; Piskin S
1. Effect of Demineralization on Product Yield and Composition at Isothermal Pyrolysis of Eynez Lignites
Author(s): Sert Murat; Ballice Levent; Yuksel Mithat; et al.
Source: INDUSTRIAL & ENGINEERING CHEMISTRY RESEARCH Volume: 50 Issue: 18 Pages: 10400-10406 DOI: 10.1021/ie2008604 Published: SEP 21 2011

2. Chemical Leaching on Sulfur and Mineral Matter Removal from Asphaltite (Harbul, SE Anatolia, Turkey)
Author(s): Saydut A.; Duz M. Z.; Erdogan S.; et al.
3. Desulfurization and Deashing of Adiyaman-Golbasi Lignite by Flotation
Author(s): Temel H. A.; Bozkurt V.; Ayhan F. D.
Source: ENERGY SOURCES PART A-RECOVERY UTILIZATION AND ENVIRONMENTAL EFFECTS Volume: 32 Issue: 8 Pages: 727-743 DOI: 10.1080/15567030903058550 Published: 2010

4. Chemical demineralization of three different graphite ores from Turkey
Author(s): Kaya Oe; Canbazoglu M.
Source: MINERALS & METALLURGICAL PROCESSING Volume: 26 Issue: 3 Pages: 158-162 Published: AUG 2009

5. Volatiles and char combustion rates of demineralised lignite and wood blends
Author(s): Yilgin Melek; Pehlivian Dursun

6. The influence of process parameters on desulfurization of Mezino coal by HNO(3)/HCl leaching
Author(s): Alam H. G.; Mohaddam A. Z.; Omidkhah M. R.
Source: FUEL PROCESSING TECHNOLOGY Volume: 90 Issue: 1 Pages: 1-7 DOI: 10.1016/j.fuproc.2008.06.009 Published: JAN 2009

7. Desulfurization of oxidized Indian coals with solvent extraction and alkali treatment
Author(s): Baruah B. P.; Khare Puja
Source: ENERGY & FUELS Volume: 21 Issue: 4 Pages: 2156-2164 DOI: 10.1021/ef070087a Published: JUL-AUG 2007

8. The effect of aqueous caustic and various acid treatments on the removal of mineral matter in asphaltite
Author(s): Doymaz I.; Gulen J.; Piskin S.; et al.

9. Desulfurization and demineralization of asphaltite by aqueous caustic leaching
Author(s): Saydut A.; Duz M. Z.; Hamamci C.
Source: OIL SHALE Volume: 24 Issue: 3 Pages: 476-482 Published: 2007

10. The effects of demineralization and swelling in producing active carbon from Turkish lignites
Author(s): Sarici-Ozdemir C.; Oral Y.; Akmil-Basar C.

11. Title: Effect of demineralization process on the liquefaction of Turkish coals in tetralin with microwave energy: Determination of particle size distribution and surface area
Author(s): Yagmur E; Simsek EH; Aktas Z; et al.
Source: FUEL Volume: 84 Issue: 18 Pages: 2316-2323 DOI: 10.1016/j.fuel.2005.05.004 Published: DEC 2005

12. Removal of mineral matter from Silopi-Harpit asphaltite by acid treatment
Author(s): Gulen J; Doymaz I; Piskin S; et al.
Source: ENERGY SOURCES Volume: 27 Issue: 15 Pages: 1457-1464 DOI: 10.1080/009083190523307 Published: NOV 2005

13. Study of kinetics of iron minerals in coal by Fe-57 Mossbauer and FT-IR spectroscopy during natural burning
Author(s): Bandyopadhyay D

14. Re-generation of hydrofluoric acid and selective separation of Si(IV) in a process for producing ultra-clean coal
Author(s): Steel KM; Patrick JW

15. Demineralization of subbituminous high sulphur coal using mineral acids
Author(s): Mukherjee S; Borthakur PC
Source: FUEL PROCESSING TECHNOLOGY Volume: 85 Issue: 2-3 Pages: 157-164 DOI: 10.1016/S0378-3820(03)00140-1 Published: FEB 15 2004

16. Effects of alkali treatment on ash and sulphur removal from Assam coal
Author(s): Mukherjee S; Borthakur PC
[20]. The effect of oxidation on the flotation properties of a Turkish bituminous coal
Author(s): Bolat E; Saglam S; Piskin S

1. ACTIVATION OF OXIDIZED SURFACE OF ANTHRACITE WASTE COAL BY ATTENTION
Author(s): Sokolovic Jovica M.; Stanajlovic Rodoljub D.; Markovic Zoran S.
Source: PHYSICOCHEMICAL PROBLEMS OF MINERAL PROCESSING Volume: 48 Issue: 1 Pages: 5-18 Published: 2012

2. Title: Desulfurization and Deashing of Adiyaman-Golbasi Lignite by Flotation
Author(s): Temel H. A.; Bozkurt V.; Ayhan F. D.
Source: ENERGY SOURCES PART A-RECOVERY UTILIZATION AND ENVIRONMENTAL EFFECTS Volume: 32 Issue: 8 Pages: 727-743 DOI: 10.1080/15567030903058550 Published: 2010

3. Aerial oxidation of coal-analytical methods, instrumental techniques and test methods: A survey
Author(s): Sen Raja; Srivastava Sunil K.; Singh Madan Mohan
Source: INDIAN JOURNAL OF CHEMICAL TECHNOLOGY Volume: 16 Issue: 2 Pages: 103-135 Published: MAR 2009

4. INCIDENTAL RELEASE OF BITUMEN DURING OIL SHALE GRINDING AND IMPACTS ON OIL SHALE BENEFICIATION
Author(s): Altun N. E.
Source: OIL SHALE Volume: 26 Issue: 3 Pages: 382-398 DOI: 10.3176/oil.2009.3.04 Published: 2009

5. Adsorption of the SDS on Coal
Author(s): Marsalek Roman; Taraba Boleslav
Editor(s): Horvolgyi ZD; Kiss E
Conference: 9th International Conference on Colloid Chemistry Location: Siofok, HUNGARY Date: OCT, 2007
Sponsor(s): Hungarian Chem Soc; Hungarian Acad Sci
6. **Effectiveness of the dense medium and the froth flotation methods in cleaning some Turkish lignites**  
   Author(s): Ceylan K; Kucuk MZ  

7. **Physical and chemical interactions in coal flotation**  
   Author(s): Polat M; Polat H; Chander S  

8. **A flotation study of refuse pond coal slurry**  
   Author(s): Tao D; Li B; Johnson S; et al.  
   Source: FUEL PROCESSING TECHNOLOGY Volume: 76 Issue: 3 Pages: 201-210 Article Number: PI IS0378-3820(02)00025-5 DOI: 10.1016/S0378-3820(02)00025-5 Published: JUN 1 2002

[21]. **The effect of premixing on the floatation of oxidized Amasra coal**  
   Author(s): Piskin S; Akgun M  
   Source: FUEL PROCESSING TECHNOLOGY Volume: 51 Issue: 1-2 Pages: 1-6 Published: MAR 1997

1. **ACTIVATION OF OXIDIZED SURFACE OF ANTHRACITE WASTE COAL BY ATTRITION**  
   Author(s): Sokolovic Jovica M.; Stanojlovic Rodoljub D.; Markovic Zoran S.  
   Source: PHYSICOCHEMICAL PROBLEMS OF MINERAL PROCESSING Volume: 48 Issue: 1 Pages: 5-18 Published: 2012

2. **Beneficiation of Himmetoglu oil shale by flotation as a solid fuel substitute. Part 2. Process optimization by a statistical approach**  
   Author(s): Altun NE; Hicyilmaz C; Hwang HY; et al.  
   Source: ENERGY & FUELS Volume: 20 Issue: 1 Pages: 222-226 DOI: 10.1021/ef050076m Published: JAN-FEB 2006

3. **Effect of preconditioning on the flotation of coal**  
   Author(s): Feng D; Aldrich C  
   Source: CHEMICAL ENGINEERING COMMUNICATIONS Volume: 192 Issue: 7 Pages: 972-983 DOI: 10.1080/009864490521534 Published: JUL 2005

4. **The effect of reagents and reagent mixtures on froth flotation of coal fines**  
   Author(s): Erol M; Colduroglu C; Aktas Z  

5. **A flotation study of refuse pond coal slurry**  
   Author(s): Tao D; Li B; Johnson S; et al.  
   Source: FUEL PROCESSING TECHNOLOGY Volume: 76 Issue: 3 Pages: 201-210 Article Number: PI IS0378-3820(02)00025-5 DOI: 10.1016/S0378-3820(02)00025-5 Published: JUN 1 2002

[22]. **AUTOIGNITION TENDENCIES OF SOME TURKISH LIGNITES**  
   Author(s): UNAL S; PISKIN S; DINCER S  
   Source: FUEL Volume: 72 Issue: 9 Pages: 1357-1359 DOI: 10.1016/0016-2361(93)90139-S Published: SEP 1993

1. **Progress of fossil fuel science**  
   Author(s): Demirbas M. F.  
   Source: ENERGY SOURCES PART B-ECONOMICS PLANNING AND POLICY Volume: 2 Issue: 3 Pages: 243-257 DOI: 10.1080/1556724050042909 Published: 2007

2. **Recent energy studies and energy policies in Turkey**  
   Author(s): Gullu D; Caglar A; Akdeniz F  
   Source: ENERGY SOURCES Volume: 23 Issue: 6 Pages: 495-510 Published: JUL 2001

3. **Proton magnetic resonance thermal analysis in coal research: A users overview**  
   Author(s): Lewitt MW; Lowe AJ  
   Conference: 1st UK National Symposium on Thermal Analysis and Calorimetry Location: LEEDS, ENGLAND Date: APR 17-19, 1996  
   Sponsor(s): Royal Soc Chem, Thermal Methods Grp; Leeds Metro Univ, Thermal Anal Consultancy Serv
4. A REVIEW OF SPONTANEOUS COMBUSTION OF COALS
Author(s): UNAL S
Source: FUEL SCIENCE & TECHNOLOGY INTERNATIONAL Volume: 13 Issue: 9 Pages: 1103-1120 Published: 1995

5. COAL PROXIMATE ANALYSES CORRELATIONS WITH AIRBORNE RESPIRABLE DUST AND SPONTANEOUS COMBUSTION TEMPERATURE
Author(s): LITTON CD; PAGE SJ
Source: FUEL Volume: 73 Issue: 8 Pages: 1369-1370 DOI: 10.1016/0016-2361(94)90317-4 Published: AUG 1994

ULUSLARARASI BİLDİRİ ATİFLARI

[23]. Evaluation of pyrite ash wastes obtained by the sulfuric acid production industry
Author(s): Tugrul Nurcan; Derun Emek Moroydor; Piskin Mehmet; et al.
Editor(s): Lekkas TD
Conference: 8th International Conference on Environmental Science and Technology Location: Lemnos Isl, GREECE Date: SEP 08-10, 2003
Sponsor(s): Univ Aegean, Dept Environm Studies; Global NEST

1. Recovery of iron oxide concentrate from high-sulfur and low-grade pyrite cinder using an innovative beneficiating process
Author(s): He Binbin; Tian Xike; Sun Yan; et al.
Source: HYDROMETALLURGY Volume: 104 Issue: 2 Pages: 241-246 DOI: 10.1016/j.hydromet.2010.06.009 Published: SEP 2010

2. EFFECT OF DAMP GRINDING ON PREPARATION OF OXIDIZED PELLET FROM PYRITE CINDERS CONCENTRATES
Author(s): Bai Guohua; Li Jianchen; Zhou Xiaoqing; et al.
Book Group Author(s): TMS
Source: TMS 2010 139TH ANNUAL MEETING & EXHIBITION - SUPPLEMENTAL PROCEEDINGS, VOL 1: MATERIALS PROCESSING AND PROPERTIES Pages: 515-523 Published: 2010

3. Potential use of pyrite cinders as raw material in cement production: Results of industrial scale trial operations
Author(s): Alp I.; Deveci H.; Yazici E. Y.; et al.